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L E A R N  M O R E

A B O UT  U S

Inscape Data is the industry's leading designer and 
manufacturer of outdoor network appliance products.  

WHO

From a single "All-in-One-Box" IP68 outdoor PoE switch 
product to a family of outdoor PoE network solutions covering
IEEE 802.3 af/at/bt PoE standards, non-standard passive PoE, 
or direct 5/12/24/48V D.C. power, our wide array of products 
can be configured to meet the power requirements in 
many applications. 

WHAT

Authorized Distributors

Inscape Data is headquartered in San Jose, CA, U.S.A., and 
proudly manufactures weatherproof total PoE and fiber optic 
solutions, Outdoor PoE Injector and Switch System Solutions. 

WHERE

Founded in 2004, Inscape Data has been a pioneer in 
developing reliable All-in-One Box outdoor PoE switch solutions.

WHEN

We are committed to delivering quality products and will
continue to provide innovative LinkPower™ PoE and fiber
optic solutions that are reliable and highly cost-competitive.

WHY

MADE
IN USA



2

S O LUT I O N S

SMART HOME

IP SECURITY

SMART CITY WIFI SERVICE
PROVIDERS

EDUCATION

OUTDOOR ALL-IN-ONE
POE SOLUTIONS

ENTERPRISE
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WO R L DWI D E  &  U . S .  D E PLOY M E N T
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O UT D O O R  P O E
S WI TC H  S O LUT I O N S

The LinkPower™ Outdoor Managed and Unmanaged 

Gigabit PoE Switch Solutions are designed and

manufactured for the outdoor environment with IP66 

to IP68 weatherproof capability and Inscape Data’s 

All-in-One Box Outdoor Enclosure Patent 17/321,418, 

and they offer 6 to 14 10/100/1000 BASE-T ports.  

The switches are industrial-grade quality, and the 

operating temperature range is from -30⁰ to 75⁰ C.
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LPS840AF-T1 LPS840AT-T1 LPS840AF-T2 LPS840AT-T2 LPS2400AF-T1 LPS2400AT-T1

No. of Switch Ports 6 Ports 6 Ports 6 Ports 6 Ports 6 Ports 6 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

Input Voltage

Warranty

4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit RJ45 2 Gigabit RJ45 2 Gigabit RJ45 2 Gigabit RJ45 2 Gigabit SFP 2 Gigabit SFP

6KV

3 Years 3 Years 3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV 6KV 6KV

120~240AC / 48V DC
62W

120~240AC / 48V DC
120W

120~240AC / 48V DC
62W

120~240AC / 48V DC
120W

120~240AC / 48V DC
62W

120~240AC / 48V DC
120W

Model

O UT D O O R  G I G A B I T  U N M A N AG E D  &
M A N AG E D  P O E  S WI TC H E S  -  3 0W

O
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LPS2400AF-T2 LPS2400AT-T2 LPS3400AFM-T1 LPS3400ATM-T1 LPS1800AF-T1 LPS1800AT-T1

No. of Switch Ports 6 Ports 6 Ports 6 Ports 6 Ports 10 Ports 10 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

Input Voltage

Warranty

4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit SFP 2 Gigabit SFP 2 Gigabit SFP 2 Gigabit SFP 1 Gigabit SFP &
1 Gigabit RJ45

1 Gigabit SFP &
1 Gigabit RJ45

6KV

3 Years 3 Years 3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV 6KV 6KV

120~240AC / 48V DC
62W

120~240AC / 48V DC
120W

120~240AC / 48V DC
62W

120~240AC / 48V DC
120W

120~240AC / 48V DC
150W

120~240AC / 48V DC
240W

Model

O
U

T
D

O
O

R
 P

O
E

S
W

IT
C

H
 S

O
L

U
T

IO
N

S

O UT D O O R  G I G A B I T  U N M A N AG E D  &
M A N AG E D  P O E  S WI TC H E S  -  3 0W
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LPS1800AFM-T1 LPS1800ATM-T1 LPS2802AF-T1 LPS2802AT-T1 LPS3802AFM-T1 LPS3802ATM-T1

No. of Switch Ports 10 Ports 10 Ports 10 Ports 10 Ports 10 Ports 10 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

Input Voltage

Warranty

8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

1 Gigabit SFP &
1 Gigabit RJ45

1 Gigabit SFP &
1 Gigabit RJ45 2 Gigabit SFP 2 Gigabit SFP 2 Gigabit SFP 2 Gigabit SFP

6KV

3 Years 3 Years 3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV 6KV 6KV

120~240AC / 48V DC
150W

120~240AC / 48V DC
240W

120~240AC / 48V DC
150W

120~240AC / 48V DC
240W

120~240AC / 48V DC
150W

120~240AC / 48V DC
240W

Model

O
U

T
D

O
O

R
 P

O
E

S
W

IT
C

H
 S

O
L

U
T

IO
N

S

O UT D O O R  G I G A B I T  U N M A N AG E D  &
M A N AG E D  P O E  S WI TC H E S  -  3 0W
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LPS3800AFM-T1 LPS3800ATM-T1 LPS6844ATM-T1 LPS7844ATM-T1

No. of Switch Ports 14 Ports 14 Ports 16 Ports 16 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

Input Voltage

Warranty

8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit RJ45 &
4 Gigabit SFP

2 Gigabit RJ45 &
4 Gigabit SFP

2 Gigabit RJ45 &
4 10 Gigabit SFP

2 Gigabit RJ45 &
4 10 Gigabit SFP

6KV

3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV

120~240AC / 48V DC
150W

120~240AC / 48V DC
240W

120~240AC / 48V DC
250W

120~240AC / 48V DC
240W

Model

O
U

T
D

O
O

R
 P

O
E

S
W

IT
C

H
 S

O
L

U
T

IO
N

S

O UT D O O R  G I G A B I T  M A N AG E D  
P O E  S WI TC H E S  -  3 0W
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SYSTEM CONFIGURATION

ALTERNATE VIEW

LPS3000-T1 SERIES ACCESORIES

PFCK0001-3
Power & Fiber Connector Kit

PFCK0001-4
Ethernet Connector Kit

WMK0001
Wall Mounting Kit

DPCK0001
DC Power Cord Kit, U.S.
& International

MMK0001-S/L
Mast Mounting Kit
(Not Included)

WPCK-003
AC Power Cord Kit, U.S.

(PoE)
Wireless
Bridge

(PoE)
Fixed

Camera

(PoE)
PTZ

Camera

(PoE)
Access
Point

Internet

NVR
120~ 240V AC
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LPS940R-300-T1 LPS940R-400-T1 LPS940RF-300-T1 LPS940RF-400-T1

No. of Switch Ports 6 Ports 6 Ports 6 Ports 6 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

-30°C ~ +70°C
(-22°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3bt IEEE 802.3bt IEEE 802.3bt IEEE 802.3bt

Input Voltage

Warranty

4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps 4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

1 Gigabit RJ45 &
1 Gigabit SFP

1 Gigabit RJ45 &
1 Gigabit SFP2 Gigabit RJ45 2 Gigabit RJ45

6KV

3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV

120~240AC / 48V DC
300W

120~240AC / 48V DC
400W

120~240AC / 48V DC
300W

120~240AC / 48V DC
400W

Model

O
U

T
D

O
O

R
 P

O
E

S
W

IT
C

H
 S

O
L

U
T

IO
N

S

O UT D O O R  G I G A B I T  U N M A N AG E D  
P O E  S WI TC H E S  -  9 0W
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LPS940F-400-T1 LPS3400ATMP-300-T1

No. of Switch Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp.

Regulatory / Safety

PoE Ports

PoE Standards

Input Voltage

Warranty

6 Ports

2 Gigabit SFP

-30°C ~ +70°C
(-22°F ~ +158°F)

IEEE 802.3bt

4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

6KV

3 Years

120~240AC / 48V DC
400W

2 Gigabit SFP

6 Ports

-30°C ~ +70°C
(-22°F ~ +158°F)

IEEE 802.3bt

4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

3 Years

6KV

120~240AC / 48V DC
300W

LPS3400ATMP-400-T1

2 Gigabit SFP

6 Ports

-30°C ~ +70°C
(-22°F ~ +158°F)

IEEE 802.3bt

4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

3 Years

6KV

120~240AC / 48V DC
400W

Model

6 Ports

-30°C ~ +70°C
(-22°F ~ +158°F)

IEEE 802.3bt

4 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit SFP

3 Years

6KV

120~240AC / 48V DC
300W

LPS940F-300-T1

O
U

T
D

O
O
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O
E

S
W
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C

H
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O
L

U
T

IO
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S

O UT D O O R  G I G A B I T  U N M A N AG E D  &
M A N AG E D  P O E  S WI TC H E S  -  9 0W



12

No. of Switch Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp.

Regulatory / Safety

PoE Ports

PoE Standards

Input Voltage

Warranty

Model LPS10868ATMP-T1

12 Ports

-30°C ~ +70°C (-22°F ~ +158°F)

IEEE 802.3bt

8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1, TUV EN60950-1, IEC60950-1 approved
*Note: For detailed management

features, please see datasheet

4 1/10 G SFP+

3 Years

6KV

120~240AC / 48V DC / 240 W

O UT D O O R  2 . 5  G B  L 2 +  M A N AG E D
P O E  S WI TC H  -  9 0W

O
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U
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N
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O UT D O O R  D I N - R A I L  &  R AC K  M O U N T  
P O E  S WI TC H E S

NEW

LPS8000DMG LPS9000RMG

Dimensions 
(W x L x H, in)

Mounting Type Flat Mount

1

17

IP66/68

3 Years 3 Years 3 Years

UL94 V-0, UL746C 5VA UL94 V-0, UL746C 5VA UL94 V-0, UL746C 5VA

IP66/68 IP66/68

Cisco Catalyst / 
MerakiSeries

LinkPower™ or Other
Vendors

For Switch Width up to
223 mm, up to 3U

Din-Rail

2

48

Rack Mount

2

27

18 x 16 x 10 in 16 x 14 x 7 in 18 x 16 x 10 in

Number of Ports

Weatherproof
Compliant.

Certifications

Switch Options

Number of Switches

Warranty

Model LPS3560CME

O
U

T
D

O
O

R
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O
E
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W
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C
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U
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N

S
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Input

Model UPS1048

Voltage Range 100 - 240VAC

Frequency Range 50 - 60Hz

Input Current

Voltage (AC Mode)

Voltage (Battery Mode)

Rated Current

Rated Power (Max.)

Efficiency (Typ.)

Overload

Over Voltage

Short Circuit

Btry. Low Voltage

Btry. Reverse Connect

Ripple & Noise

Output Channel

Voltage

Current

Output

Charging

Safety & EMC

Warranty

Protection

LED Indicator

Enclosure

Red

Green

EMC Standards

LVD Standards

Dimensions: 16x14x7 Inch, Weight: 33 LB   /   High Impact polycarbonate hinged enclosure with clear cover with locking latch. UL Listed

Three year limited warranty on electronics, parts and labor; manufacturer’s warranty on batteries

Temperature

Humidity

Environment

Yellow

6.0 A MAX

52V

Same as battery voltage

5.0A

260W

90%

1% mVpp

2 channels

54V ±2% 

6A ±5% / Hiccup mode, recovers automatically after condition is removed.

60V ±5% / Hiccup mode, recovers automatically after condition is removed. 

46V ±2% / PSU shuts down until AC power recovers.

Battery doesn’t work, no effect on main output.

Working: -25 - 60°C   /   Storage: -40 - 80°C

Working: 20 - 90%RH   /   Storage: 10 - 95%RH

On  /  AC power is on

On  /  DC output is on

On  /  Battery is discharging - Fully charged

On  /  AC failure alarm

On  /  Battery low voltage (<44V) alarm

EN 55022: 2010, EN 55024: 2010, EN 61000-3-2: 2014, EN 61000-3-3: 2013

EN 60950-1: 2006 + A11: 2009 + A1: 2010 + A12: 2011 + A2: 2013

Flickering  /  Battery is charging

Hiccup mode, recovers automatically after condition is removed. 

0.2A (max.)

Constant voltage mode, charge current decreases when battery voltage increases.

Red

O UT D O O R  U P S  SYST E M

O
U

T
D

O
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Inscape Data’s LinkPower™ PIS2030, PIS2060, PIS2095 are 

single port 10/100/1000M Gigabit Hi-Power PoE (Power over 

Ethernet) Injectors capable of delivering 30W, 60W, and 95W 

PoE power respectively, and PIS2030 supports IEEE 

802.3af/IEEE802.3at PoE+ standards and PIS2060/PIS2095 

support IEEE802.3bt high power standard that is backward 

compatible with IEEE 802.3af/IEEE802.3at standards. 

PIS6095 2.5Gb 802.3bt PoE Injector is a newly released 

product in Q1 2023 and supports IEEE 802.3bt PoE++. 

LinkPower™ PIS2030, PIS2060, and PIS2095 are IP67 

weatherproof compliant, and the operating temperature 

range is from -30⁰ to 75⁰ C.

O UT D O O R  &
CO M M E R C I A L  P O E  
I N J E C TO R  S O LUT I O N S
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O UT D O O R  G I G A B I T  &  2 . 5  G B
P O E  I N J E C TO R S

PIS2060 PIS2095

Network Port 10/100/1000 Mbps

IEEE802.3af/at

30W

35W

60W

65W

90W

100.8W

90W

100.8W

IP67 IP67 IP67 IP67

3 Years 3 Years 3 Years 3 Years

-30˚C ~ 70˚C
(-22˚F ~ 158˚F)

-30˚C ~ 70˚C
(-22˚F ~ 158˚F)

-30˚C ~ 70˚C
(-22˚F ~ 158˚F)

-30˚C ~ 70˚C
(-22˚F ~ 158˚F)

(1, 2) - / (3, 6) +, 
(4, 5) +/ (7,8) -

(1, 2) - / (3, 6) +, 
(4, 5) +/ (7,8) -

(1, 2) - / (3, 6) +, 
(4, 5) +/ (7,8) -

(1, 2) - / (3, 6) +, 
(4, 5) +/ (7,8) -

IEEE802.3bt IEEE802.3bt IEEE802.3bt

10/100/1000 Mbps 10/100/1000 Mbps 10/100/1000/2500 Mbps

PoE Standard

Working Temperature

Weatherproof Rating

PoE Pin Out

PoE Output

System Power

Warranty

PIS6095Model PIS2030

O
U

T
D

O
O

R
 &

C
O

M
M
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R

C
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SYSTEM CONFIGURATION

ALTERNATE VIEW

ACCESORIES

MMK0001-XS Mast
& Pole Mounting Kit
(Not Included)

PIS2095

(PoE)
Wireless

Bridge

(PoE)
Fixed

Camera

(PoE)
PTZ

Camera

(PoE)
Access

Point

Ethernet
Switch

120~ 240V AC AC

RJ45

PoE
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PIS100 PIS200 PIS1000 PIS1030 PIS1060 PIS1095

PoE Standard IEEE802.3af IEEE802.3af IEEE802.3af IEEE802.3af/at IEEE802.3bt IEEE802.3bt

Data Transfer Rate

Warranty 3 years

48V DC Max. 48V DC Max. 15.4W 30W 60W 95W

Working Temp.

10/100 Mbps 10/100 Mbps 10/100/1000 Mbps 10/100/1000 Mbps 10/100/1000 Mbps 10/100/1000 Mbps

-40°C ~ 85°C
(-40°F ~ 185°F)

-40°C ~ 85°C
(-40°F ~ 185°F)

3 years

-40°C ~ 85°C
(-40°F ~ 185°F)

-20°C ~ 55°C
(-4°F ~ 131°F)

-20°C ~ 55°C
(-4°F ~ 131°F)

-20°C ~ 55°C
(-4°F ~ 131°F)

3 years 3 years 3 years 3 years

Model

CO M M E R C I A L  P O E  I N J E C TO R S

O
U

T
D

O
O
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Network Protocols
& Standards

MAC Address
Table Size

PoE Features

Network Medium

Backplane Bandwith

Forwarding Way

Operating Temp.

Model PE1025

IEEE 802.3i 10BASET;
IEEE 802.3u 100BASET;

IEEE 802.3x Flow Control;
IEEE 802.1at DTE Power via MDI;

IEEE 802.3at

IEEE802.3at / PoE port power: 25.5W / Default: End-Span(1/2+, 3/6-) /
Optional: Mid-Span(4/5+, 7/8- )

8Gbps

Cat5 or more UTP (≤100 meter)

0°C ~ 55°C (32°F ~ 131°F)

1K

Store-And-Forward architecture

Warranty 3 years

CO M M E R C I A L  P O E  E XT E N D E R
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I N D U ST R I A L  P O E
S O LUT I O N S

The LinkPower™ Industrial PoE Switch Series is designed 

for outdoor and industrial applications, with -40ºC to 75ºC 

operating temperatures. When used with the 

LPS8000DRM, you gain flexibility in port configuration 

and network redundancy, all protected by IP66 to IP68 

weatherproofing and Inscape Data’s All-in-One Box

Outdoor Enclosure Patent 17/321,418.

The LPS SFP transceivers support data rates from 

10/100/1000Mbps to 1.25Gb ~ 10Gb, with a wide 

temperature range (-40 to 85°C for industrial and 0 ~ 70° 

for commercial use). They include a DDM interface for 

real-time monitoring of optical power, laser bias current, 

voltage, and temperature.
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LPS3400ATM LPS3400ATMP LPS3800ATM LPS3802ATM

No. of Switch Ports 6 Ports 6 Ports 14 Ports 10 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -40°C ~ +75°C
(-40°F ~ +167°F)

-40°C ~ +75°C
(-40°F ~ +167°F)

-40°C ~ +75°C
(-40°F ~ +158°F)

-40°C ~ +75°C
(-40°F ~ +158°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3bt IEEE 802.3af/at IEEE 802.3af/at

Input Voltage

Warranty

4 10/100/1000Mbps 4 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit SFP 2 Gigabit SFP 2 Gigabit SFP
2 Gigabit RJ45 &

4 Gigabit SFP

6KV

3 Years 3 Years 3 Years 3 Years

6KV 6KV 6KV

120~240AC / 48V DC 120~240AC / 48V DC 120~240AC / 48V DC 120~240AC / 48V DC

Model
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LPS6844ATM LPS7844ATM LPS10868ATMP

No. of Switch Ports 16 Ports 16 Ports 12 Ports

Uplink Ports

Ethernet Surge
Protection

Working Temp. -40°C ~ +75°C
(-40°F ~ +167°F)

-40°C ~ +75°C
(-40°F ~ +167°F)

-40°C ~ +75°C
(-40°F ~ +167°F)

Regulatory / Safety

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3bt

Input Voltage

Warranty

8 10/100/1000Mbps 8 10/100/1000Mbps 8 10/100/1000Mbps

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

CE, FCC, RoHS/UL60950-1,
TUV EN60950-1,

IEC60950-1 approved

2 Gigabit RJ45 &
4 10 Gigabit SFP

2 Gigabit RJ45 &
4 10 Gigabit SFP 4 1/10 G SFP+

6KV

3 Years 3 Years 3 Years

6KV 6KV

120~240AC / 48V DC 120~240AC / 48V DC 120~240AC / 48V DC

Model
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1.25 Gb
Transceivers

LPS SFP RJ45
Copper 2633i

LPS MM 2630i LC

LPS SM 7832i-SFP+ LC

LPS SM 2632i LC LPS SM BIDI 2612Ti LC

10 Gb
Transceivers

LPS MM 6630i-SFP+ LC LPS SM SIMPLEX SFP+
7832i-27-20 LC

LPS SM SIMPLEX SFP+
7832i-33-20 LC

I N D U ST R I A L  S F P  T R A N S C E I VE R S
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1.25 Gb
Transceivers

LPS SM BIDI 2613Ri LC LPS SM BIDI 2612Ti SC LPS SM BIDI 2613Ri SC

10 Gb
Transceivers

LPS SM SIMPLEX SFP+
7832i-33-40 LC

LPS SM SIMPLEX SFP+
7832i-27-40 LC

I N D U ST R I A L  S F P  T R A N S C E I VE R S
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CO M M E R C I A L  P O E  &
F I B E R  S WI TC H  
S O LUT I O N S

The LinkPower™ Managed Commercial PoE Switch Series 

facilitates communication between the devices in a 

network by using Power-over-Ethernet (PoE) technology. 

These switches feature a built-in intelligent PoE 

transmission for power management and data 

transmission simultaneously over a twisted-pair cable. 

These PoE-enable devices provide power to the network 

during active data transmission. The switches that vary in 

port size from 10 up to a total of 52 ports. The SFP Ports 

with a transmission speed range from 1.5 Gigabit to 10 

Gigabits on the fiber side provide exceptional flexibility 

when converting from Power Sourcing Equipment (PSE) 

to Fiber Optic.
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LPS 2004AF-2G LPS 2008AF LPS 2016AF-2F LPS 2024AF-2F

No. of Switch Ports 6 Ports 8 Ports 18 Ports 26 Ports

Uplink Ports

Lightning Protection

Operating Temp. -20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

Certification

PoE Ports

PoE Standards IEEE 802.3af/at

3 Years

IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

3 Years 3 Years 3 Years

Power Supply

Warranty

4 10/100/1000Mbps 8 10/100/1000Mbps 16 10/100/1000Mbps 24 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

N/A N/A 2 Gigabit SFP 2 Gigabit SFP

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Model LPS 2008AT

8 Ports

-20°C ~ +55°C
(-4°F ~ +131°F)

IEEE 802.3af/at

3 Years

8 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

N/A

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

CO M M E R C I A L  U N M A N AG E D  P O E  S WI TC H E S  
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LPS 2024ATM-2F LPS PL2-22220

No. of Switch Ports 26 Ports 26 Ports

Uplink Ports

Lightning Protection

Operating Temp. -20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

Certification

PoE Ports

PoE Standards IEEE 802.3af/at IEEE 802.3af/at

3 Years 3 Years

Power Supply

Warranty

24 10/100/1000Mbps 22 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

2 Gigabit SFP 2 TP/SFP Combo
& 2 Gigabit SFP

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Model LPS 2024AFM-2F

26 Ports

-20°C ~ +55°C
(-4°F ~ +131°F)

IEEE 802.3af/at

3 Years

24 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

2 Gigabit SFP

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

LPS 2024AT-2F

26 Ports

-20°C ~ +55°C
(-4°F ~ +131°F)

IEEE 802.3af/at

3 Years

24 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

2 Gigabit SFP

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

LPS 2016AT-2F

18 Ports

-20°C ~ +55°C
(-4°F ~ +131°F)

IEEE 802.3af/at

3 Years

Managed ManagedManagement ManagedUnmanagedUnmanaged

16 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

2 Gigabit SFP

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

CO M M E R C I A L  U N M A N AG E D  &  M A N AG E D
P O E  S WI TC H E S  
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LPS PL2-24004 LPS PL2-48040 LPS PL2-48004 LPS PL3-240084 LPS PL3-480004

No. of Switch Ports 28 Ports 52 Ports 52 Ports 36 Ports 52 Ports

Uplink Ports

Lightning Protection

Operating Temp. -20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

-20°C ~ +55°C
(-4°F ~ +131°F)

Certification

PoE Ports

PoE Standards IEEE 802.3af/at

3 Years

IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at IEEE 802.3af/at

3 Years 3 Years 3 Years 3 Years

Power Supply

Warranty

24 10/100/1000Mbps 48 10/100/1000Mbps 48 10/100/1000Mbps 24 10/100/1000Mbps 48 10/100/1000Mbps

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

CCC, CE mark, commercial,
CE/LVD EN60950, FCC Part

15 Class B, RoHS

4 10Gb SFP 4 Gigabit SFP 4 10Gb SFP
8 Gigabit SFP &

4 10Gb SFP 4 10Gb SFP

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

4KV 8/20us /
Protection Level: IP30

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Built-in Power Supply
AC100 ~ 240V 50-60Hz

Model
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1.25 Gb
Transceivers

LPS SFP RJ45
Copper 2633

LPS MM 2630 LC

LPS SM 7832-SFP+ LC

LPS SM 2632 LC LPS SM BIDI 2612T LC

10 Gb
Transceivers

LPS MM 6630-SFP+ LC LPS SM SIMPLEX SFP+
7832-27-20 LC

LPS SM SIMPLEX SFP+
7832-33-20 LC

CO M M E R C I A L  S F P  T R A N S C E I VE R S
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1.25 Gb
Transceivers

LPS SM BIDI 2613R LC LPS SM BIDI 2612T SC LPS SM BIDI 2613R SC

10 Gb
Transceivers

LPS SM SIMPLEX SFP+
7832-33-40 LC

LPS SM SIMPLEX SFP+
7832-27-40 LC

CO M M E R C I A L  S F P  T R A N S C E I VE R S
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LPS OFS2444L2 LPS OFS2444L2-10 LPS OFS2444L3-10

Total Switch Ports 32 Ports 32 Ports 32 Ports

Warranty 3 years 3 years 3 years

Uplink Ports

Port Interface 24 Gb SFP Ports,
4 Gb RJ45, and

4 Gb SFP Uplink Ports

24 Gb SFP Ports,
4 Gb RJ45, and

4 10Gb SFP Uplink Ports

24 Gb SFP Ports,
4 Gb RJ45, and

4 10Gb SFP Uplink Ports

4 Gigabit SFP 4 10Gb SFP 4 10Gb SFP

Switching Capacity,
Non Blocking 368Gbps 598Gbps 598Gbps

Port Lightning
Protection 4KV 8/20us 4KV 8/20us 4KV 8/20us

MAC Address
Table Size 32K 32K 32K

Model

CO M M E R C I A L  S F P  F I B E R  O PT I C
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CO M M E R C I A L  P O E
ACC E S S O RY  
S O LUT I O N S

Inscape Data's commercial PoE Converter Series adapts 

standard PoE from LinkPower PoE switches to passive 

PoE, offering outputs from 24V 12W to 48V 72W at

minimal cost.

The commercial PoE Splitters Series from Inscape Data 

converts standard PoE from LinkPower PoE switches to 

direct DC power, providing outputs from 5V 24W, 12V 

15.4W to 24V 70W with a minimal investment.
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LMC1001S LMC1001M LMC1002S LMC1002M LMC3001S LMC3001M

Port Interface 1 RJ45 &
1 LC Fiber Port

1 RJ45 &
1 LC Fiber Port

2 RJ45 &
1 SC Fiber Port

2 RJ45 &
1 SC Fiber Port

1 RJ45 &
1 Fiber Port

1 RJ45 &
1 Fiber Port

802.af/at

Optical Fiber WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

WDM Wavelength
Single Mode 1310nm /

Multimode 850 nm

Transmission
Distance

Singlemode 20 KM /
Multimode 550 M

Singlemode 20 KM /
Multimode 550 M

Singlemode 20 KM /
Multimode 550 M

Singlemode 20 KM /
Multimode 550 M

Singlemode 20 KM /
Multimode 550 M

Singlemode 20 KM /
Multimode 550 M

Network Media 100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

100BASE-TX/
1000BASE-TX:

Cat5 and more UTP

N/A N/A N/A N/A Yes Yes

Broadband Rate 1.25Gb 1.25Gb 1.25Gb 1.25Gb 1.25Gb 1.25Gb

Broadband Rate 3 years 3 years 3 years 3 years 3 years 3 years

Model

CO M M E R C I A L  F I B E R  O PT I C  
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CO M M E R C I A L  P O E  CO N VE RT E R S

APC1024 APC1048 v2 APC1048BT

Ethernet Speed 10/100/1000Mbps 10/100/1000Mbps 10/100/1000Mbps

Operating Temp. 20°C ~ 70°C 20°C ~ 70°C 20°C ~ 70°C

Max Power Input

Max PoE Out

48v, 802.3at

24v Passive

Warranty 3 years

48v, 802.3at

48v Passive

48v, 802.3bt

48v Passive

Product Dimensions 45 x 80 x 27mm 45 x 80 x 27mm

3 years

109 x 73 x 45mm

3 years

Max Power Output /
Max 2-Pin Output 0.5A, 12W 0.5A, 24W

1.26A, 71
12V 6A

Ethernet ESD/Surge
Production 2K 2K 2K

Passive PoE Power
Method Pin 4, 5 (+) & 7, 8 (-)

Pin (1, 2) +/ (3,6) - &
(4, 5) +/ (7, 8) -

Model

Pin (1, 2) +/ (3, 6) - &
(4, 5) +/ (7, 8) - 
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PS100 PS1030 PS1060 - 12V PS1060 - 24V

PoE Standard IEEE802.3af IEEE802.3af/at IEEE802.3bt IEEE802.3bt

Network Media 100 Base - TX 1000 Base - Tx 1000 Base - Tx 1000 Base - Tx

PoE Port Output 15.4W 24W 70W 70W

Total Power 15.4W 24W 75W 75W

Input Voltage 48V 48V 56V 56V

Port Output DC 12V 5V / 12V 12V 24V

Warranty 3 years 3 years 3 years 3 years

Model

Uplink Ports 1x 10/100m Copper
Cable RJ45 Ports

2x 10/100m Copper
Cable RJ45 Ports

2x 10/100m Copper
Cable RJ45 Ports

2x 10/100m Copper
Cable RJ45 Ports

PoE Pin Mid-Span (4/5+, 7/8-),
End-Span (1/2+, 3/6-)

Mid-Span (4/5+, 7/8-),
End-Span (1/2+, 3/6-)

Mid-Span (4/5+, 7/8-),
End-Span (1/2+, 3/6-)

Mid-Span (4/5+, 7/8-),
End-Span (1/2+, 3/6-)

Working Temp.
Storage Temp.

0°C ~ 55°C
-20°C ~ 75°C

0°C ~ 55°C
-20°C ~ 75°C

0°C ~ 55°C
-20°C ~ 75°C

0°C ~ 55°C
-20°C ~ 75°C

CO M M E R C I A L  P O E  S PL I T T E R S
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N O T E S
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N O T E S

E M A I L  U S  

Sales
sales@inscapedata.com

Marketing
marketing@inscapedata.com

Technical Support
support@inscapedata.com
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